
 

 

 

 

 

 

 

 

It is increasingly common for Television Transmission environments to reuse broadcasted live contents, this 
material can be rebroadcasted  in the same channel or delivered through multiple multiscreen devices (pc, tablets, 
connected TVs, etc.).  
Usually it is necessary to allocate resources exclusively dedicated to this process in order to schedule and catalog 
these recordings. These processes are to a greater or lesser extent time consuming manual process. Thanks to 
Qlive

TM
, QinMedia offers an integrated solution for HARRIS automation system customers built over the video 

server platform Nexio
TM
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AUTOMATIC INGEST CONTROL 

How does Qlive
TM

 work? 
 

Nexio
TM

 servers record broadcast output producing 
the required video files, this recording can be done 
continuously (loop recording) or in sections with 
predefined duration. 

All contents present in a transmission list are 
registered accurately by the automation system, 
Qlive

TM
 processes this information by automatically 

extracting preselected events based on preset 
rules. 

Once Qlive
TM

 detects an event meeting the 
different rule´s conditions and checks the start and 
end points on the material being recorded in 
Nexio

TM
, it produces a video clip in the video server 

with the associated start and end points if the 
information is correct. The name of the clip can be 
extracted automatically from the automation 
"Playlist "  ( i.e. title field). In cases where it´s  

   necessary to make this material available for                
         external systems,  Qlive

TM
   can   transfer     

              Clips   to   a conventional   FTP   server          
                    thanks to  the  optional module    
                            FXP transfer ( QFXPE ).

 
 

 



 
 
 
 
 
 
 

 

 

 
 
 

Qlive
TM

 software runs on a standard PC platform, the graphical interface allows real time seamless monitoring of 
the status of the live feed clips creation streamlining daily operation. 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 

                                                                                                     * QFXPE transfer module is sold as a separate item. 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 

 
 

 

Qlive
TM

, specifications: 

- Automatic live events recording management based on the automation transmission list. 
- Nexio

TM
 Nexio servers control via API. 

- Integration with HARRIS automation systems ADC100/D-Series.  
- Automatic File Movement between Nexio

TM
 and external FTP servers. 

- EDL Creation for automatic rendering of segmented contents. 
- Client / Server platform, remote clients supported. 
- Easily scalable for multichannel systems. 
- Open platform supporting 3rd party integration. 
- Optional transcoder support for low resolution creation. 
- Playout system database automatic update. 


